
6.2 Maintenance 
6.2.1 Conduct periodic inspections to check whether ambient environment
       conforms with normal operating conditions of the surge protector; 
6.2.2 The surge protector should be protected against rain invasion, 

       falloff or violent impact and shock during operation, storage and
       transportation; 
6.2.3 For surge protector without remote signal output contact or
       disconnected with remote signal indication, inspect its operating
       status regularly, especially after thunder and lightning. If protection
       module of the surge protector deteriorates, replace it in time; for
       surge protector with remote signal output, protection module should
       be replaced in time after its indicated status changes. 
6.2.4 To replace the protection module, draw it out in vertical direction, do
       not sway from side to side. Also insert the new module in vertical
       direction. If its specification and type are inconsistent or the direction
       is incorrect, make adjustment as appropriate (As shown in the figure). 
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       directly with a new one (i.e. draw out deteriorated protection module),
       disconnection from power supply or rewiring is not required. 

5.2 Operating principle 
5.2.1 Realization of surge protection function
       NU6-II series surge protector is a voltage limit type, also called clamping
       type surge protector. It has high impedance when there is no surge in the
       system. When surge current and voltage appear in the system, its
       impedance decreases with increase of surge current and voltage, and
       releases surge energy, limits the voltage at its outgoing terminal within
       specified amplitude, so as to protect the protected equipment behind it 
       against surge current and transient overvoltage. 
5.2.2 D eterioration indication 
       Deterioration indicating device adopts an energy storage type bouncing 
       structure. When surge protector is overheated and deteriorated due to
       surge action or adverse environmental influence, and leads to melted
       welding spot of low temperature alloy, indicating device breaks away from
       the piezoresistor, energy storage mechanism releases energy and drives
       indicating device to move, so the indicating part ejects from the surface of
       protection module to give an alarm. Now the surge protector has lost
       protective function and protection module should be replaced. 
5.2.3 R emote signal output 
       This function is optional. Whether the surge protector works normally or
       not may be reflected by operating status of sensitive switch (rated 
       operating voltage of 125V, operating current of 3A), then the signal is
       output by external connecting terminal to realize remote automatic
       monitoring and alarm function. When the surge protector works normally,
       indicating device in the protection module rests against sensitive switch
       handle to make it in NC state; when protection module deteriorates,
       prompt part ejects to loose the handle, sensitive switch toggles to NO 
       state automatically, and gives out signal to remote receiver. Now the
       protection module should be replaced immediately. 

6Ў Installation, operation and maintenance 
6.1  Installation and operation 
6.1.1  Before installation, check whether surge protector mark is consistent
       with normal working conditions or not. 
6.1.2 T o install, snap the installation rail to the position shown in Fig. 1 through
        Fig. 4. Mount the stopper on surge protector and push it upwards to f ix
       the surge protector on the installation rail, loosening or drop is not
       permitted. When it is required to remove the surge protection, just pull
        the stopper down. 
6.1.3 Selection of Back-up Protection Circuit Breaker of NU6-ў SPD
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Fig.1 Outline and installation dimensions of NU6-ў/F(5Ў15Ў25kA)surge protector
          with remote signal output contact

Fig.2 Outline and installation dimensions of NU6-ў(5Ў15Ў25kA)surge protector
          without remote signal output contact
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Fig.3 Outline and installation dimensions of NU6-ў/F(40kA) surge protector with
         remote signal output contact
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Protection module and base adopt a plug-type structure and are completely
independent to each other. After the product deteriorates (when deterioration
indicating device has been ejected), protection module may be replaced

5  Main Structure, function and principle

5.1 Structure
       The surge protector mainly consists of protection module and base. Its
       function is realized mainly by protection module. Protection module
       comprises electronic elements and deterioration indicating devices. See
       Fig. 6 for the construction in details:

Fig.6 Structure drawing of surge protector
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1  Precautions

1.1 For use of surge protector, earthing station must be earthed well. It is
       preferable to use earthing bar. If earthing terminal is used, make sure that
       the earthing terminal is reliably earthed, and periodic inspections should
       be conducted.
1.2 To install, use cable tape, adhesive tape to bind incoming and outgoing
       lines of surge protector together as close as possible.
1.3 To install, lines accessing entry end of surge protector as well as earthing
       cable should not be arranged near clean (without current) exit end line of
       surge protector.
1.4 Overcurrent protector (circuit breaker or fuse) should be installed for the
       power supply of surge protector as required.

2  Range of application

NU 6- II series surge protector (surge protector for short) is applicable to AC
5OHz (or 60 Hz) three-phase power distribution and control system with rated
voltage of 230V/400V. It has passed SPD Class II test, and is used to suppress
transient overvoltage below impulse withstand overvoltage of the equipment, 
releases surge energy, thus protects system circuit and equipment. It may
work with other series surge protectors at different levels to form a cascade
type protective system, so as to protect LV power distribution system more
extensively and more effectively. The product complies with GB 18802.1 and
IEC 61643-1.

Main functions and features of the surge protector: full protection mode
combinging both common mode and differential mode, suitable for various grid
systems, with aging overtemperature protection, body deterioration indication, 
plug-in type construction, and optional remote alarm function.

3  Normal operating conditions and installation conditions

3.1 Normal operating conditions
3.1.1 Frequency: AC frequcncy of power supply is 50 Hz ( or 60 Hz);
3.1.2 Voltage: voltage applied continuously across connecting terminals of the
       surge protector should not exceed its maximum continuous operating
       voltage;
3.1.3 Altitude: altitude should not exceed 2000m; 
3.1.4 Service and storage temperature: 
Normal range: -5Ў~+40Ў; 
Limit range: -40Ў~+70Ў; 
3.1.5 Humidity relative humidity: between 30% and 90% at room
       temperature; 

6.1.6  During installation, the distance between equipment and surge
       protector must be less than 30m, as shown in Fig. d. If this cannot
       be realized, another surge protector must be installed, as shown in 
       Fig. e. 

6.1.7 During installation, check whether each part of the equipment is 
       isopotential with the ground. As shown in the figure below, our
       choice should be Fig. h. 
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See Fig. c: When the surge protector works with another protective device in
series, the length of interconnecting wire (L in the figure) should be as short as
possible, so the voltage of the protected equipment equals to the voltage at
incoming and outgoing terminals of the surge protector. 

-1-

1  Precautions

1.1 For use of surge protector, earthing station must be earthed well. It is
       preferable to use earthing bar. If earthing terminal is used, make sure that
       the earthing terminal is reliably earthed, and periodic inspections should
       be conducted.
1.2 To install, use cable tape, adhesive tape to bind incoming and outgoing
       lines of surge protector together as close as possible.
1.3 To install, lines accessing entry end of surge protector as well as earthing
       cable should not be arranged near clean (without current) exit end line of
       surge protector.
1.4 Overcurrent protector (circuit breaker or fuse) should be installed for the
       power supply of surge protector as required.

2  Range of application

NU 6- II series surge protector (surge protector for short) is applicable to AC
5OHz (or 60 Hz) three-phase power distribution and control system with rated
voltage of 230V/400V. It has passed SPD Class II test, and is used to suppress
transient overvoltage below impulse withstand overvoltage of the equipment, 
releases surge energy, thus protects system circuit and equipment. It may
work with other series surge protectors at different levels to form a cascade
type protective system, so as to protect LV power distribution system more
extensively and more effectively. The product complies with GB 18802.1 and
IEC 61643-1.

Main functions and features of the surge protector: full protection mode
combinging both common mode and differential mode, suitable for various grid
systems, with aging overtemperature protection, body deterioration indication, 
plug-in type construction, and optional remote alarm function.

3  Normal operating conditions and installation conditions

3.1 Normal operating conditions
3.1.1 Frequency: AC frequcncy of power supply is 50 Hz ( or 60 Hz);
3.1.2 Voltage: voltage applied continuously across connecting terminals of the
       surge protector should not exceed its maximum continuous operating
       voltage;
3.1.3 Altitude: altitude should not exceed 2000m; 
3.1.4 Service and storage temperature: 
Normal range: -5Ў~+40Ў; 
Limit range: -40Ў~+70Ў; 
3.1.5 Humidity relative humidity: between 30% and 90% at room
       temperature; 

6.1.6  During installation, the distance between equipment and surge
       protector must be less than 30m, as shown in Fig. d. If this cannot
       be realized, another surge protector must be installed, as shown in 
       Fig. e. 

6.1.7 During installation, check whether each part of the equipment is 
       isopotential with the ground. As shown in the figure below, our
       choice should be Fig. h. 
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See Fig. c: When the surge protector works with another protective device in
series, the length of interconnecting wire (L in the figure) should be as short as
possible, so the voltage of the protected equipment equals to the voltage at
incoming and outgoing terminals of the surge protector. 

3.1.6 Place of use: indoors; 
3.1.7 Pollution class
       Pollution class at installation site is Class 2.
       Note: for any surge protector used under abnormal conditions, the user
       should inform the manufacturer at the time of ordering. 

3.2 Installation conditions 
3.2.1 Installation category: divided into two categories, i.e. II and III as per
       voltage protection level of the surge protector; 
3.2.2 Installation site: 
       It is recommended to be used at a less exposed place; 
       It should be installed at a place free of excessive ribration and impact. 
3.3 Installation mode
       TH35-7.5 profile steel rail is used for installation. 
3.4 Wiring mode
       Screw fastening connection. 

4  Main specifications and technical parameters 

4.1 Type Designation

N  U  6ЈII /Ў

 

4.2 Classification
4.2.1 Classified as per auxiliary function
       With remote signal output port; 
       Without remote signal output port. 
4.2.2 Classified as per nominal discharging current (In) 
       Classified into four specifications, i.e. 5, 15, 25, 40kA as per nominal
       discharging current. 
4.2.3 Classified as per maximum continuous operating voltage (Uc) 
       Classified into six specifications, i.e. 275, 320, 385, 460, 510, 550V as per
       maximum continuous operating voltage. 

4.3 Basic parameters and technical performance index 
See Table 1 for basic parameters and technical performance index. 

F: with remote control port; Blank: without the port

SPD II test

D esign sequence number

S urge protector

C ompany code

-2-

6.1.5 During installation, connection between each wire and surge protector
should be as short as possible,weakening of protective function of the
surge protector due to wire impedance should be avoided,so that voltage
at both ends of the equipment could be minimized. Try to approach voltage
USPD value at incoming and outgoing terminals of the surge protector as much
as possible. For details, see Fig.a, Fig.b and Fig.c.

See Fig. b: Voltage shown in this wiring diagram equals to the voltage
at incoming and outgoing terminals of the surge protector on the
protected equipment. 
Protective action of surge protector is given pull play. 
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See Fig. a: Voltage shown in this wiring diagram is higher than the voltage
at incoming and outgoing terminals of the surge protector on the protected
equipment.Protective effect is not ideal.
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See Fig. a: Voltage shown in this wiring diagram is higher than the voltage
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equipment.Protective effect is not ideal.

Nominal
discharging
current  In
(8/20¦s) kA 

Maximum
discharging
current Imax

(8/20¦s)
kA 

Voltage
Protection
level  Up

kV 

Maximum
continuous
operating 
voltage Uc

 V~

275 

320

385

460

510

550

275

320

385

460

510

550

275

320

385

460

510

550

275

320

385

460

510

550

5 

15

25

40

15

40

60

100

1.2

1.5

1.8

2.0

2.5

3.0

1.2

1.5

1.8

2.0

2.5

3.0

1.2

1.5

1.8

2.0

2.5

3.0

1.2

1.5

1.8

2.0

2.5

3.0

4.4 Selection of surge protector 
       The following principles should be abided by when you select a surge
 protector (refer to Table 2 for details): 
a) The voltage applied continuously across connecting terminals of the
       surge protector should not exceed maximum continuous operating
       voltage Uc of the surge protector; 
b) Voltage protection level Up of the surge protector should be lower than
       impulse withstand voltage limit of the protected equipment; 
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Key:
1--Origin of the installation;
2--Distribution board;
3--Main earthing terminal or bar;
4--Surge protective devices;
5--Earthing connection of surge
    protective  devices,  either  5a
    or 5b;
6--Equipment to be protected;
7--Residual  current  protective
    device (RCD);
F--Protective device ( curcuit-
    breaker, fuse)
RA--Earthing electrode (earthing
       resistance) of the installation;
Rg--Earthing electrode (earthing
       resistance) of  the supply
       system;

       
Figure 8 The Installation of NU6-ў in TT System (SPD is Installed Behind RCD)

       
Figure 9 The Installation of NU6-ў in IT System Without Neutral Wire
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c) Specifications should be selected correspondingly as per different
       earthing systems and protective modes. 

Earth System

-4-

Table 2 Available Modes
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6.1.4 The Installation Examples of NU6-ў Series SPD

       

Key:

1--Origin of the installation;

2--Distribution board;

3--Main earthing terminal or bar;

4--Surge protective devices;

5--Earthing connection of surge

    protective  devices,  either  5a

    or 5b;

6--Equipment to be protected;

F--Protective device (circuit-

     breaker,fuse)

RA--Earthing electrode (earthing

       resistance) of the installation;

Rg--Earthing electrode (earthing

       resistance)  of  the  supply

       system;

       
Figure 7 The Installation of NU6-ў in TN System
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Сохраняйте данный технический
паспорт устройства для обращения
к нему в будущем.

Внимательно прочтите этот документ, прежде чем

приступать к монтажу и эксплуатации устройства.

Стандарт: МЭК 61643-1, EN 61643-11

УСТРОЙСТВО ЗАЩИТЫ 
ОТ ПЕРЕНАПРЯЖЕНИЙ

Технический паспорт устройства

6.2 Техническое обслуживание
6.2.1 Периодически проводите проверки на предмет соответствия 
окружающей среды рабочим условиям устройства защиты 
от перенапряжений. 
6.2.2 Во время эксплуатации, хранения и транспортировки изделие должно 
быть защищено от дождя, падений, сильных ударов или сотрясений.
6.2.3 Устройства защиты от перенапряжений, не оснащенные контактами 
дистанционной сигнализации, должны регулярно проверяться на предмет 
работоспособности, особенно после грозы и разрядов молнии. Если модуль 
защиты изделия состарился, своевременно замените его. В устройствах 
защиты от перенапряжений с контактами дистанционной сигнализации 
модуль защиты необходимо заменять после получения сигнала об изменении 
его состояния.
6.2.4 Чтобы заменить модуль защиты, извлеките его вертикально вверх, 
не раскачивая из стороны в сторону. Новый модуль также устанавливайте 
вертикально. Если характеристики и тип не соответствуют требованиям 
или направление установки не совпадает, сделайте соответствующие 
поправки (как показано на рисунке).

рабочее напряжение 125 В, рабочий ток З А). Сигнал выводится через 
выходные клеммы, что позволяет дистанционно автоматически отслеживать 
работу устройства и принимать аварийный сигнал. Когда устройство защиты 
от перенапряжений работает в нормальном режиме, индикаторный 
механизм в защитном модуле нажимает на рычажок быстродействующего 
выключателя, поддерживая его в нормально замкнутом состоянии. 
Если модуль защиты подвергся старению, рычажок освобождается 
и автоматически переводит контакты в разомкнутое состояние, передавая 
сигнал на удаленное устройство контроля. В этом случае модуль защиты 
необходимо немедленно заменить.

6 Монтаж, эксплуатация и техобслуживание

6.1 Монтаж и эксплуатация
6.1.1 Перед установкой изделия убедитесь, что нанесенная на него 
маркировка соответствует нормальным рабочим условиям. 
6.1.2 Для установки защелкните устройство на монтажной рейке 
в положениях, показанных на рисунках 1–4. Установите фиксатор 
на устройство защиты и переместите его вверх, чтобы закрепить изделие 
на рейке. Не допускайте падения устройства и ослабления его крепления.  
При необходимости демонтажа устройства опустите фиксатор вниз.
6.1.3 Выбор резервного защитного предохранителя для устройства NU6-II.

6.1.4 Примеры установки устройства защиты от перенапряжений 
серии NU6-II.

Рисунок 2. Габаритные и установочные размеры устройства защиты

от перенапряжений NU6-II (40, 60 кА) без выходного контакта

дистанционной сигнализации

Выходной контакт дистанционной сигнализации

однополюсный 

двухполюсный 

трехполюсный 

четырехполюсный

однополюсный 
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Рисунок 3. Габаритные и установочные размеры устройства защиты

от перенапряжений NU6-II/F (100 кА) с выходным контактом

дистанционной сигнализации

Рисунок 4. Габаритные и установочные размеры устройства защиты

от перенапряжений NU6-II (100 кА) без выходного контакта

дистанционной сигнализации

Рисунок 5. Стальная монтажная рейка TH35-7.5 

5 Конструкция, функции и принцип действия

5.1  Конструкция
Основными частями устройства защиты от перенапряжений являются 
модуль защиты и основание. Его функции, главным образом, реализуются 
модулем защиты. Модуль защиты содержит электронные компоненты
и устройства индикации старения. 
Конструкция изделия показана на рисунке 6.

Пьезорезистор

Проводящая система
Вырез
Шину между полюсами 
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для соединения

Модуль защиты Устройство для индикации износа Основание

Индикатор напряжения и устройство, 
предотвращающее отключение

Рисунок 6. Чертеж конструкции устройства защиты от перенапряжений  

Модуль защиты и основания имеют вставную конструкцию и совершенно 
не зависят друг от друга. После старения изделия (когда сработал индикатор 
старения) модуль защиты можно непосредственно заменить новым (т. е. 
вынуть состарившийся модуль), при этом отключение от источника питания 
и повторный электромонтаж не требуется.

5.2 Принцип действия
5.2.1 Реализация функции защиты от перенапряжения
Устройство защиты от перенапряжения серии NU6-II является устройством 
ограничения напряжения, также называемым устройством ограничивающего 
типа. Когда в системе перенапряжение отсутствует, устройство имеет большое 
полное сопротивление. При появлении бросков тока и напряжения полное 
сопротивление устройства уменьшается с ростом тока и напряжения, 
пропуская сквозь себя энергию перегрузки, за счет чего ограничивает 
напряжение на выходных клеммах до указанного значения. Это обеспечивает 
защиту оборудования от бросков тока и перенапряжений переходных 
процессов.
5.2.2 Индикация старения
Устройство индикации старения выскакивающего типа имеет пружинный 
механизм. При перегреве устройства защиты происходит его постепенное 
старение из-за бросков тока и влияния неблагоприятных условий окружающей 
среды, что приводит к плавлению сварной точки низкотемпературного сплава. 
Индикаторное устройство отрывается от пьезорезистора, пружинный 
механизм высвобождает энергию и приводит в движение индикатор, который 
частично выскакивает над поверхностью модуля защиты, информируя 
пользователя об аварийной ситуации. После этого устройство теряет свою 
защитную функцию и модуль защиты необходимо заменить.
5.2.3 Выход дистанционной сигнализации
Данная функция является дополнительной. Правильность или неправильность 
работы устройства защиты от перенапряжения можно определить, 
контролируя состояние быстродействующего выключателя (номинальное
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Рисунок 7. Установка устройства NU6-II в системе заземления типа TN

*Обычная защита (МС): защита между линейным проводом и землей – 
*фаза/земля или нейтраль/земля.

4.5 Габаритные и установочные размеры

М аксимальны й ток 
срабаты вания lm ax 

(кА) 

Габаритны е размеры  (мм) 

1P 2P 3P 4P 

40, 60 18 36 54 72 

100 36 72 108 144 

 
Выходной контакт дистанционной сигнализации

однополюсный 

двухполюсный 

трехполюсный 

четырехполюсный

См. рисунок с. Если устройство защиты от перенапряжений включено 
последовательно с другим устройством защиты, длина соединительного 
провода (L на рисунке) должна быть как можно меньше, чтобы напряжение 
на защищаемом оборудовании было равно напряжению на входных 
и выходных клеммах устройства защиты от перенапряжений.

Оборудование

Оборудование

Оборудование

Оборудование

Оборудование

Рис. с

Рис. eРис. d

Рис. a

Рис. b

Рис. hРис. f

6.1.6. Во время монтажа расстояние между оборудованием и устройством 
защиты от перенапряжений не должно превышать 30 м, как показано 
на рис. d. Если такой подход реализовать невозможно, то следует подключить 
еще одно устройство защиты от перенапряжений, как показано на рисунке е.

6.1.7.  Во время монтажа проверяйте, что каждая часть оборудования 
имеет одинаковый потенциал с заземлением. Как показано на рисунке 
ниже, рекомендуемым вариантом является схема h.

1 Меры предосторожности

1.1 При использовании устройства защиты от перенапряжений необходимо 
предусмотреть качественное и надежное заземление. Предпочтительно 
использовать шину заземления. В случае использования клеммы заземления 
убедитесь, что она имеет хороший контакт с землей. Периодически производите 
осмотр контура заземления.
1.2 При монтаже для плотного скрепления проводов вводных и выводных линий 
устройства защиты от перенапряжений между собой используйте изоляционную 
ленту и липкую ленту.
1.3 Во время монтажа вводные линии и провод заземления устройства защиты 
от перенапряжений нельзя размещать рядом с выводными линиями (в которых 
нет тока).
1.4 При необходимости перед устройством защиты от перенапряжений можно 
установить устройство защиты от перегрузки по току (автоматический 
выключатель или предохранитель).

2 Область применения

Устройство защиты от перенапряжений NU6-II (далее «устройство защиты») 
используется в трехфазных распределительных и управляющих системах 
переменного тока 50 Гц с напряжением 230/400 В. Оно прошло испытания, 
предусмотренные для устройств защиты от перенапряжений, по классу II 
и используется для подавления бросков напряжения, вызванных переходными 
процессами. Уровень подавляемых бросков находится ниже уровня, допустимого 
для оборудования, защищая, таким образом, электрические цепи системы 
и оборудование. Оно может работать совместно с устройствами защиты 
от перенапряжений других серий, обеспечивающими защиту на других уровнях, 
что позволяет создать систему защиты каскадного типа. Таким образом, можно 
спроектировать масштабируемую и более эффективную защиту низковольтных 
распределительных систем. Данное изделие соответствует требованиям 
стандартов GB 18802.1 и МЭК 61643-1.
Основные функции и характеристики устройства защиты: полный режим защиты, 
включающий как обычный, так и дифференциальный режимы, что хорошо 
подходит для защиты различных электросетей. В устройстве имеется защита 
от старения при высоких температурах и индикация старения корпуса. Устройство 
имеет подключаемую конструкцию и дополнительную функцию аварийной 
сигнализации.

3 Нормальные условия эксплуатации и монтажа

3.1 Нормальные условия эксплуатации
3.1.1 Частота: частота сети переменного тока 50 Гц.
3.1.2 Напряжение: напряжение, прикладываемое к контактам устройства защиты 
от перенапряжений, не должно превышать максимальное значение 
в непрерывном режиме работы.
3.1.3 Высота: высота установки не должна превышать 2000 м над уровнем моря.
3.1.4 Температура окружающей среды при эксплуатации и хранении:
Нормальный диапазон: от −5 до +40 °С;
Предельный диапазон: от −40 до +70 °C;
3.1.5 Относительная влажность: от 30 до 90% при комнатной температуре.
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Рисунок 8. Установка устройства NU6-II в системе заземления типа ТT 
(устройство защиты от перенапряжений расположено после устройства 
защиты по дифференциальному току) 

Рисунок 9. Установка устройства NU6-II в системе заземления типа IT 
без нейтрального провода

F: с портом дистанционного управления; пустое поле: без порта 

Категория монтажа II

Порядковый номер конструкции 
−

Устройство защиты от перенапряжений
 

Код компании

3.1.6 Место использования: внутри помещений.
3.1.7 Степень загрязнения:
Степень загрязнения на месте установки – класс 2.
Примечание: в случае возможной эксплуатации изделия в условиях, 
отличающихся от указанных, необходимо уведомить об этом 
производителя в момент заказа.
3.2 Условия монтажа
3.2.1 Категория монтажа: существует две категории монтажа, II и III, 
отличающиеся уровнем защиты от перенапряжения.
3.2.2 Место монтажа:
Рекомендуется установка в месте, наименее подверженном влиянию 
негативных факторов;
Устанавливайте устройство в местах, где отсутствуют вибрации и ударные 
нагрузки.
3.3 Тип установки
Используется стальная монтажная рейка TH35-7.5.
3.4 Электромонтаж
Подключение проводов с помощью винтов.

4 Основные характеристики и технические параметры

4.1 Обозначение типа

4.2 Классификация
4.2.1 Классификация по вспомогательным функциям:
С выходным портом дистанционной сигнализации;
Без порта дистанционной сигнализации.
4.2.2 Классификация по максимальному разрядному току (I )max

Три группы номинального разрядного тока: 40, 60, 100 кА.
4.2.3  Классификация по максимальному непрерывному рабочему 
напряжению (U ) c

Имеется две группы максимального рабочего напряжения: 385 и 460 В.
4.3 Основные параметры и технические характеристики
Базовые параметры и технические характеристики приведены 
в таблице 1.

6.1.5 При монтаже длина соединительного провода до устройства защиты 
от перенапряжений должна быть как можно меньше. Необходимо исключить 
снижение эффективности работы защитной функции из-за сопротивления 
проводов, а разница напряжений на обоих концах оборудования должна 
быть сведена к минимуму. Старайтесь сделать так, чтобы напряжение 
на входных и выходных клеммах устройства защиты от перенапряжений 
было максимально приближено к значению U . Подробная схематика SPD

приведена на рисунках а, b и c.

См. рисунок а. Напряжение, показанное на этой схеме, превышает 
напряжение на входных и выходных клеммах устройства защиты 
от перенапряжений для защищаемого оборудования. Эффективность 
защиты не идеальна.

См. рисунок b. Напряжение, показанное на этой схеме, равно напряжению 
на входных и выходных клеммах устройства защиты от перенапряжений 
для защищаемого оборудования. Устройство обеспечивает полную защиту 
оборудования от перенапряжений.

Таблица 1. Основные параметры и технические характеристики

М а к с и м а л ь н ы й  
р а з р я д н ы й   

т о к  Im a x 
(8 /2 0  м кс ) 

(к А) 

М а к с и м а л ь н о е  
н е п р е р ы в н о е  

р а б о ч е е  
н а п р я ж е н и е  Uc 
(В  п е р е м . то к а) 

У р о в е н ь з а щ и т ы 
о т  п е р е гр у з о к 

п о  н а п р я ж е н и ю  Up 
(к В) 

Но м и н а л ь н ы й  
р а з р я д н ы й 

т о к  In 
(8 /2 0  м кс ) 

(к А) 

4 0 
3 8 5 1 ,8 

1 5 
4 6 0 2 ,0 

6 0 
3 8 5 1 ,8 

2 5 
4 6 0 2 ,0 

1 0 0 
3 8 5 1 ,8 

4 0 
4 6 0 2 ,0 

 

Система заземления TT TN-C TN-S IT Примечания 

М аксимальное 
рабочее 

напряжение 
сети питания Us 

345 В 253 В 253 В 400 В 
См. 

М ЭК 60364-5-534 

NU6-II 

M C* 
Uc =  385 В 

2P, 4P 1P, 3P 2P, 4P –  

M C* 
Uc =  480 В 

2P, 4P 1P, 3P 2P, 4P 3P  

 

3.2 Выбор устройства защиты от перенапряжений
При выборе устройства защиты от перенапряжений необходимо 
руководствоваться следующими принципами (см. таблицу 2):
a) Напряжение, непрерывно прикладываемое к соединительным клеммам
устройства защиты, не должно превышать значения максимального 
непрерывного рабочего напряжения U ;c

b) Уровень срабатывания защиты по напряжению U  устройства защиты p

должен быть меньше предельного значения импульсного напряжения, 
выдерживаемого защищаемым оборудованием;
c) Характеристики устройства должны выбираться в зависимости 
от используемой системы заземления и режима защиты.

Таблица 2. Режимы защиты
СЕРИЯ NU6-II

Рисунок 1. Габаритные и установочные размеры устройства защиты
от перенапряжений NU6-II/F (40, 60 кА) с выходным контактом
дистанционной сигнализации

однополюсный 

двухполюсный 

трехполюсный 

четырехполюсный

Фиксатор

Выходной порт
дистанционной 
сигнализации
(дополнительно)

Точка сварки 
низкотемпературного 
сплава

Номер 
модели 

Максимальный  
разрядный  

ток (кА)  

Резервный предохранитель  

Номинальный 
ток (А) 

Диапазон  
размыкания  

NU6-II 

40 125 gL/gG 

60 160 gL/gG 

100 250 gL/gG 
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